TOTAL HYDROPOWER
	CAPABILITY (1)
	Units
	

	a)
	Gross theoretical capability
The annual energy potentially available in the country if all natural flows were turbined down to sea level or to the water level of the border of the country (if the water course extends into another country) with 100% efficiency. These data should if possible be estimated on the basis of atmospheric precipitation and water runoff
	GWh/year
	433.000

	b)
	Technically exploitable capability
The amount within the Gross theoretical capability that could be exploited within the limits of current technology (should include output from currently installed capacity)
	GWh/year
	216.000

	c)
	Economically exploitable capability
The amount within the Gross theoretical capability that could be exploited within the limits of current technology and under present and expected local economic conditions (should include output from currently installed capacity)
	GWh/year
	140.000


CAPACITY OPERATIONAL (data for all sites generating or capable of generating electricity) (2)
	d)
	Installed capacity
(total rated capacity of electric generators)
	MW
	13.829

	e)
	Probable annual generation (e.g. recent average)
	GWh
	45.000

	f)
	Actual generation in 2008
	GWh
	33.270


CAPACITY UNDER CONSTRUCTION (2)
	g)
	Capacity
	MW
	2.836

	h)
	Probable annual generation
	GWh
	8.919


CAPACITY PLANNED (at sites where plans exist for future development) (3)
	i)
	Capacity
	MW
	22.700

	j)
	Probable annual generation
	GWh
	72.000


OTHER ADDITIONAL CAPACITY (at sites where conditions indicate that development is feasible, based on present and expected local conditions with existing available technology) (1)
	k)
	Probable annual generation
	GWh
	140000


REFERENCE: 

WEC-TNC Energy Report, 2009
Enerji ve Tabii Kaynaklar Bakanlığı
